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VXD22-08-NO VXD23-08 VXD23-B

/ :
I Ordering Code

VXD22 15 06 Vv NO AC220V
| | | | | |

Specification Code :  Orifice Size . Port Size . Sealing Material :  Acting Type . Standard Voltage
VXD22: 2/2 way : 10:1.0mm  15:15mm ' 06:72G1/4” . Blank: NBR . Blank: Normally Closed : DC24V AC24V
VXD23:3/2way @ 20:20mm - 25:2omm - g4, 703,80 E:EPDM = NO: Normally Open = AC110V  AC220V

30:3.0mm 40:4.0mm :
Other customized B: Sub-base V: VITON

——

-1 Specification

VXD22 2/2 way Solenoid Valve VXD22-08-NO

Pressure Ambient Medium
Port Size | Difference | Temperature | Temperature

Orifice
Size (mm)

Material | Power
of Body | (W)

(MPa) (C) ("C)
1.5
50 06:G1/8" NBR:-5~80
2.5 08:G1/4” OEE EPDM:-5~120 | Brass | 12
3.0 | B:Sub-base VITON:-10~150
4.0 _0~06
VXD23 3/2 way Solenoid Valve

. Pressure Ambient Medium :
Orifice Port Size Difference | Temperature | Temperature Material | Power
Size (mm) P P of Body | (W)

(MPa) (‘C) (C)
1.0
15 | 06:G1/8" NBR: -5~80
2.0 . ’ .
—— 1 08:G1/ EPDM:-5~120 | Brass 12
2.5 | ~ 0~06 | -20~55 |
3.0 B:Sub-base 0~04 VITON:-10~150
4.0 0~0.2
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